APK(C)T 12

CHASEMILL

Dimension (mm)

Size
di t ap a r
12 8.3 |45-49[11.8-12.5/0.9-21(0.44.0
1204 PER 8.3 |45-4.911.8-12.5[0.9-21| 0.8
EML/SML| }7 }] }[
Recommended Uncoated
- machining conditions [o © © © © o v o o
Designation YISV 535
Feed ap S & ® ®D R N & A o
(mmAooth)| mm) |F FEFEFEEEEFE N
APKT 1204 PER-EM 0.07-014 | 35100 |@ © © © o o o o o
120404R-EM 0.07-0.14 | 3.5-10.0 ° ° ° °
120416R-EM 0.07-014 | 35100 (@ e o o o o o o
120424R-EM 0.07-0.14 | 3.5-10.0 o o o °
120430R-EM 0.07-014 | 35100 |@ o o o ° o
120432R-EM 0.07-0.14 | 35-100 |®@ o @ o o
120440R-EM 0.07-0.14 | 3.5-10.0 | @ ° °
APKT 1204 PER-SM 0.07-0.14 | 3.5-10.0 | ® ° °
APKT 1204 PER-SML 0.06-0.14 | 3.5-10.5 °
APKT 1204 PER-EML 0.04-0.08 | 3.5-10.0 °
APKT 1204 PER-EL 0.03-0.05 | 3.5-10.0 o o
120430R-EL 0.03-0.06 | 3.5-10.0
APCT 120430R-ML 0.04-0.08 | 3.5-10.0
120432R-ML 0.04-0.08 | 3.5-10.0
120440R-ML 0.04-0.08 | 3.5-9.5
APCT 1204 PER-AL 0.10-0.50 | 3.5-10.0 °
120404R-AL 0.10-0.50 | 3.5-10.0 °
120416R-AL 0.10-0.50 | 3.5-10.0 °
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