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1.GENERAL DESCRIPTION

temperature difference.

2.SAFETY INFORMATION

 instruction manual



Importance:

3.FEATURES



INTENDED USE

Rectal

Ear

NORMAL TEMPERATURES ACCORDING TO AGE



5.CONFIGURATION
1-IR Sensor
2-LCD Display
3-Mode Selection

5-Up Button
6-Mode Button

6.INDICATOR



DESCRIPTION OF  SYMBOLS

Body
Surface

Indication of Mode



8.TECHNICAL SPECIFICATIONS

Normal Conditions of Use

Display Resolution

Humidity Rate

Measuring Range

In Body Mode

Non-contact Body Infrared Thermometer Precision



ADVICE FOR THE 1ST USE

  properly set  and  ready  for use.



10. USE



11.MEASURING OPERATION
11-1.Choosing The Temperature Unit  – F1 Function

11-2.Alarme Setup – F2 Menu

11-3.Total Difference – F3 Menu

11-4.Buzzer ON/OFF – F4(F3) Menu

11-5.Exiting The Setting Mode



11-6.

Important:

mode.

11-7.Data Memory

11-8.Changing The Batteries



11-9.Longevity Use

12.Advice

13.Maintenance and Cleaning

 carefully.



14.TROUBLESHOOTING

The screen displays the body temperature inferior to 32°C (89.6°F)

The screen displays the message “HI“

The screen displays the message “LO“

in Surface mode.



of  the main cases.

temperature.

infrared system.

far.

condition to room temperature



15.THIS APPLIANCE CONFORMS TO THE 

FOLLOWING STANDARDS:

EMC STATEMENT


