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Built-in Photoelectric Sensors Long Distance Thru-Beam Type
SRT-911-15 U 600
Item Description
Power Source 12 to 24 V do £10%, Ripple P-P: 10% or less
Current Consumption 70 mA or less (Emitter and Receiver)
Response Time 5 ms or less
Modulation Method Pulse Modulation System
Output Ratings Output Method: NPN transistor output with pull-up resister
Max. Sink Current: 80 mA
Impedance: Transistor ON when sensor is in ON state
Approx 4.7k ohms when sensor is in OFF state
Voltage: 1V or less when sensor is ON state , and (Power Voltage -1.5V)
or more when sensor is OFF state
: Black Lead Wire : Light-ON
SO StonIMe S White Lead Wire : Dark-ON
Operation Indicator A red LED glows when light received
Light Emitting Element Infrared LED x3
Light Receiving Element Silicon Photo Diode
Extraneous Light Sunlight : 11000 Ix (illuminance on light receiving plane)
Immunity Incandescent Lamp : 3500 Ix (illuminance on light receiving plane)
Sensing Distance 600 mt
Sensing Object Opaque object
. . . 10 to 55 Hz frequency , 1.5 mm double amplitude applied in X,Y,
HllErE e WIS and Z directions for 2 hours each in OFF state
Mechanical Shock Approx, 50G (500m/s’) shock applied in X,Y, and Z directions 3 times
Withstand each in OFF state
Ambient Temperature Operation : -10 to +60°C
Ambient Humidity 35 to 85% RH
Enclosure Protection IP 66 (IEC-144) , Water-proof type
Zinc Alloy Die-Cesting , Lens Holder : Aluminum , Lens : Glass , coated in
Enclosure Material brown colour
Cable Type : 0.3 mm?, 4 core cabtyre cable (2 cores for emitter)
Standard length : 2 m
Extension : Extensible up to 100 m by using 0.3 mm? or bigger cable
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Weight Approx , 1260 g (A set of emitter and receiver)
Accessories 1 pc, of Adjustment Screwdriver , instruction Manual
Dimensions 55(W) x 89.5(H) x 111(L)
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Sede operativa: Via Carlo Cattaneo 2 - 27015 LANDRIANO (PV)
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