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               Professional Video Monitor – HAV Series 

 
   

 26 cm, 10.4“ TFT/LCD-Monitor LED Backlight 

 VMLE1030M-V 
------------------------------------------------------------------------------------------------------------------------------------------------------------------------- 

Special features 
� Special Video Processor 

� PIP Control Function (Only PC/Video) 

� Screen protector (Anti-blur /Image auto move) 

� NTSC/PAL Auto Switch 

� Automatic Color Control and Color Killer 

� Directional zoom engine 

� Video out support auto termination (75 Ohms) 

� Build-in 2W speaker 

� VESA standard  bracket 75/100mm  

� 3D De-interlace Technology, 3D Comb Filter Technology 

� Luminance transient improvement(LTI), Chrominance 

transient improvement(CTI) 
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           Monitor Connection  

 

 

 

 

 

 

 

 

 

 

 

 



 

                                                                             

Videv GmbH - Buchholzer Weg 2 - 40472 Düsseldorf – Deutschland   Tel : +49 (0) 211 6339124   E-Mail : info@videv-security.eu      Website : www.videv-security.eu 

 

 

 

 

Specifications  

Model VMLE1030M-V 
System PAL / NTSC 

LCD panel 10.4“ 

Visible area (mm) 211.2 x 158.4 

Picture format 4 : 3 

Max. resolution 1024 x 768 

Pixel dot pitch (mm) 0.264 x 0.264 

Colours 262 K 

Brightness 350 cd/m² [LED] 

Contrast 900 :1 

Response time 16 ms 

View angle (U/D/L/R) 75/75/75/75 

Video input/output 1x/1x Composite (BNCX2) 

Full HD input 2x (A Type) 

Audio input(R/L) 1x (RCAx2) 

PC input 1x VGA input (D-Sub 15 pin) 

USB input 1x USB A type (Function: Play JPEG &MP3&Updata firmware) 

Speaker 2x built-in speaker (2 watt) 

3D Comb Filter Yes 

3D De-Interlace function Yes 

Picture-in-Picture (PIP) Yes (video/PC) 

OSD setting Yes 

Power input AC 100-240V 50/60Hz, Adapter DC 12V/2A 

Power consumption Approx. 11 watt 

Dimensions (W*H*D) mm 266 x 214 x 60 

Weight 2.3 kg 

Operating temperature 0° to 40° C 

Subject to technical changes without prior notice. Error excepted. 


