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K_50 Sectional Mach i ne For 34" (20 mm) to 4" (110 mm) Drain Lines

e Compact, versatile, professional’s machine. Capable of running three different size
cables: %s" (8 mm), 34" (10 mm) and %" (16 mm). The perfect, all-around sink, shower
and floor drain machine. Weighs less than 40 Ibs (18 kg).

e Unique, easy-to-use, instant-acting cable clutch maximizes operator control:
— Pull handle down and cable spins at 400 RPM.
— Release handle, cable stops instantly.

e Uses sections of %" (16 mm) cable, cleans 14" (32 mm) to 4" (110 mm) lines up to
100" (30 m).

— C-8 best for 14" (32 mm) - 3" (75 mm) drains.
— C-9 best for 2" (50 mm) - 4" (110 mm) drains.

e Equipped with an A-17 adapter, runs up to 50' (15 m) of %" (8 mm) or 35' (11 m) of 34"
(10 mm) continuous length cable.

—%6" (8 mm) best for 34" (20 mm) to 174" (40 mm) lines.
—3" (10 mm) best for 114" (32 mm) to 2" (50 mm) lines.
e Equipped with 300 W motor.
e Includes A-1 RIDGID" drain cleaning mitt and operator’'s manual.

Weight

Ib. kg

37 16,8

Machine, with: 67 304
— A-17-A Adapter

A- 30 CableKit
i 74 336
67 304

Model K-50-8 includes:

e K-50 Machine. .
A-30 Cable Kit Includes:

¢ A-17-A, Adapter includes: 25' (7,6 m) x %46" (8 mm) C-1 Bulb — Six Sections C-8, 714 (2,3 m) x %" (16 m ZB (13,7 m)].
Auger Cable. — A-10 Cable Carrier.

e A-17-B, Adapter includes: 35' (10,7 m) x 34" (10 mm) C-5 —T-201 Straight Auger.
Bulb Auger Cable. —T-202 Bulb Auger.

¢ A-1RIDGID Drain Cleaning Mitt. —T-205 “C” Cutter.

—T-211 Spade Cutter.

— A-13 Coupling Pin Key.

— A-14-6 Rear Guide Hose.

— A-1 Left-Hand RIDGID Drain Cleaning Mitt.
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DRAIN CLEANING

Cables Accessories
Catalog | Model - Weight Catalog | Model L Weight
No. No. Description ™ kg No. No. Description b, kg
T 62225 C-1 25'(7,6 m) with 3% 1,6 @ 59235 A-14-6 | 6'(1,8m) Rear Guide Hose 5 23
Bulb Auger ! .
Bulb Auger 56782 cle 2576 g]) Inner 4 18 84325 | A-14-10 | 10'(3m)Rear Guide Hose 7 32
20“3 w/Bulb - 59270 A-18 | Front Guide Hose Assembly 9 4,1
uger
= 89400 C21 | 50'(152 m)with 7 32 =y &
E Bulb Auger
Byt mmwm 62235 C-2 25'(7,6 m) with 3% 1,6 59210 A-10 Cable Carrier Holds 90' (27 m) C-8, C-9 3% 1,5
= Drop Head Auger
Drop Head 56787 C-2IC 25'(7,6 m) Inner 4 18
Core with Drop
b5 | o | e | 7 | 32 50205 | A | LeftHand RIDGID Drain Cleaning Mitt %o| 02
Drop Head Auger _ ) o
L 62215 4 25 76mw/ a 20 59295 A-2 Right-Hand RIDGID Drain Cleaning Mitt Va 02
Male Coupling
CEER 59230 | A-13 | PinKeyFor%' (16 mm] Cable % | 0/
— 62250 C-5 35'(10,7 m)w/ 8% 38
E | cmmmmly Bulb Auger
e 59450 A-3179 | K-50 Jaw Set 1% 0,7
=: 62260 C-6 35'(10,7 m)w/ 8% 38
. Male Coupling
96037 C-6IC 35'(107 m).IC w/ 8% 40
Male Coupling
BRI | 62765 C-7 72,3 m) Tight- 4 18
CTRERTARGNGGRNR, 9
Wind
1 y 15" -
Sectional 62270 & ;ﬁp&zv\}iﬁy 3 1.4 Tools - Fits 3" (10 mm) and %" (16 mm) cables
51317 C9 | 10@ImHeay | 4% | 21 C4.C6.C7.C8 ac';‘i cl-9 o — :
i alog jode! S eplacemen
Duty Wind No. No. Description Bladel(s|
TERY | 62990 T-201 Straight Auger, 5" (125 mm) Long —
commmyglfljyy | 62067 | T201A | StaightFlex Auger —
62995 T-202 Bulb Auger, 1%4" (28 mm) 0.D. —
63000 T-203 Bulb Auger, 74" (22 mm) 0.D. —
54837 T-204 “C" Cutter 1" (25 mm) 54832
Cable Kits
63005 T-205 “C" Cutter 13" (35 mm) 97835
ht
Catal Model
EAE I Cable Tools T . 63010 | 1206 | Funnel Auger 3' (75 mm Long -
! ! g
59365 A-30 Six Sections: | T-201 Straight Auger, 20 9.1 63015 T-207 Spiral Cutter, 1%4" (32 mm) 97840
C-8, %"x7%" | T-202 Bulb A )
5 157 m | T2 °C Cuter 63020 | T208 | Spiral Cutter, 1% (40 mm) 97895
T-211 Spade Cutter 63025 T-209¢ | Spiral Cutter, 2" (50 mm) 97900
ﬁjg ggﬁﬂ'ggrfi'gr'(ey 83030 | 210 | SpadeCutter, T (25 mm) 97905
A-14-6 Rear Guide Hose SEE'; 63035 T-211 Spade Cutter, 13" (35 mm) 97825
A-1 Left-Hand RIDGID Drain 63040 T-212 | Spade Cutter, 134" (44 mm) 92850
Cleaning Mitt 4
63045 T-213 4-Blade Cutter, 1" (25,mm) 97795
S0 | ASOTW | BixSections: | SameasA3D 30| 138 63050 1214 4| 4-Blade Cutter, 1%’ (3 ) 97910
(45" 13.7m) 63055 | 1-216 | 4-Blade Cutter, 13" (44 mm) 97915
Tight-Wind 63060 T-216 | Chain Knocker, 2" (50 mm) 98000
52962 A-40 Six Sections: | T-206 Funnel Auger 37 16,8
C-9,%"x 10" | T-2154-Blade Cutter
(60',18,3m) | T-231“C" Cutter 63065 T-217 | DropHead, 4" (110 mm| Long —
A-13 Coupling Pin Key
A-10 Cable Carri
1010 Roa Bure Hose — 88280~ 1218 | Fiue Bush, 3o mm] —
A1 Lgft—Hapd RIDGID Drain 63070 T-219 Flue Brush, 2'4" (65 mm) —
Cleaning Mitt 63080 2205 FlugfBrush, 2 (50 mm) y
63220 72210 Hue Brush, 14" (40 mm) —
55457 T-225  [“Retieving Auger —
52812 T-230 H-D “C” Cutter, 2" (50 mm) 92815
o @ 52817 T-231 H-D “C" Cutter, 24" (65 mm) 92820
o
- i 52822 T-232 H-D “C" Cutter, 3" (75 92835
Catalog | Model Descriofi Weight i uter 3 {75 mm)
No. No. escription b kg 48482 T-250 | Tool Setincludes: <
59250 | A-17-A | Adapter With 25' (7,6 m) x %" 8 36 T-203, 7205, 7210, T217, A13
(8 mm) Cable w/Bulb Auger
59255 A-17-B | Adapter With 35'(10,7 m) x %" 13 59
(10 mm) Cable w/Bulb Auger
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RIDGID K-50 Drain Cleaning Machine

Main Components
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NOTE: Order parts by Catalog Number only.
DO NOT order by Reference Number.

Ref. Catalog
No. No. Description
1 59785 Screw (2)
2 60910 Screw (2)
3 50507 Cord with GFCI
27656  Cord (Europe)
4 96265  Strain Relief
5 61935 Insulating Motor Gasket
6 59825 Legs w/Rubber Feet (3 per set)
(Incl. Ref. No. 7)
7 59965 A-2240  Rubber Feet (3)
8 59975 A-2244-X Rack and Pinion Assembly
9 59990 A-2256  Screw (2)
10 59450 A-3179  Clutch Jaw Assembly
1 95845  Switch DPDT - 6 Terminal
(Emerson Motor)
41817  Switch 3PDT - 9 Terminal 115/230V 50/60Hz
(Emerson Motor)
24236  Switch (K-50 X Germany))
12 69265 Motor Assembly - 115V
(Incl. Ref. Nos. 4 and 11)
16716  Motor Assembly (230V Europe)
* 31336  Motor Shaft Seal (Europe)
* 31346  Switch Cover (Europe)
* 24246  Switch Box (Europe)
* 29976  Run Capacitor (Europe)
13 89800 Catch
14 89805 Pin
15 84507 K-50 Contact Switch 115V (Parts Not Shown)

* Parts Not Shown - Europe Only

/12|
Ref. Catalog Ref. Catalog
No. No. Description No. No. Description
1 59945 Bearing 7 60985 Bevel and Pinion
2 60680 Key Gear w/Set Screws
3 61570 Shaft 8 76830 Spring Pin
4 61575 Cone 9 89810 Grease Fitting
5 59695  Shaft with Cone 10t 61715 Bronze Bushing
6 59960 Body 1 24577  Bevel Gear w/Key
12 24572  Pinion Gear w/Key

1 Service Note: After replacing Bronze Bushing a 1/4” drill bit must be used for drilling a
grease hole port for grease fitting.

Rack and Pinion
Assembly No. A-2244

3
V
Ref 'C%flalog
No. No. Description
— 59975 Rack & Pinion Assembly
59945 Bearing

60860 Retaining Ring
61580 Rear Clutch Cone Sleeve
61585 Gear Rack
61595  Pinion Spring

Pinion Stem Washer
61605 Handle Grip

Rack and Pinion Housing
(Incl. Ref. No. 10)
Grease Fitting

o OCONOUTRAWN =
]
=
[o]
o
o

Y

Handle with Pinion Assembly

Printed in U.S.A.

Ridge Tool Company

278-067-991.10



K-50 Drain Cleaning Machine RIDGID

Cable Adapters
Cable

No. Description
59250 A-17-A Cable Adapter (Includes C-1 Cable - %/1” x 25" long with Bulb Auger)
59245 A-17-A Cable Adapter - Less Cable
59255 A-17-B Cable Adapter (Includes C-5 Cable - */s” x 35" long with Bulb Auger)
59260 A-17-<B Cable Adapter - Less Cable
59265 A-17-C Cable Adapter (Includes C-6 Cable - */s” x 35" long with Male Coupling)
59260 _A-17-C Cable Adapter - Less Cable
92095¢ A-17-D Cable Adapter (Includes C-21 Cable - %/1” x 50" long with Bulb Auger)
92100 A-17-E Cable/Adapter (Includes C-22 Cable - °:” x 50" long with Drop Head Auger)

NOTE: Order parts by Catalog Number only.
DO NOT order by Reference Number.

Ref. Catalog
No. No. Description
1 61540  Screw (3)
2 61550 Screw
3 61555 Retaining Ring
4 79935 Thumb Screw (2)
5 61565 Key
6 61735 Brake Cone (Male)
7 59510 Plunger Pin
8 59630 Brake Cone (Female)
9 59760 Adapter Bracket
(Incl. Ref. Nos. 7, 4, 2 and 11)
10 59790 Adapter Bracket Assembly
(Incl. Ref. Nos. 3, 5, 6, 8 and 9)
11 60025 Screw (2)
12 60325 Tube and Flange
with Screws
(%" Cable Adapter)
(Incl. Ref. No. 1)
13 60335 Tube and Flange
with Screws
(%/s” Cable Adapter)
(Incl. Ref. No. 1)
14 63255 Cable Container
(°/+” x 25" Cable Only)
15 . 63250 Cable Container
(%¢” x 35" and %/s” x 50" Cable)

K-50 Motor Wiring 120V 50/60Hz
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K=50-Motor Wiring 230V 50Hz
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